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1 Introduction 


The INTERVIEW 3500 is not only a powerful, 
fully programmable monitor, but also an independently 
programmable data recorder. Its tape not only accom- 
modates 4 million bits of data, but also stores the diag- 
nostic test—including a complete set of program param- 
eters—in a protected area. This training manual is based 
on the INTERVIEW 3500’s X.25-SDLC Training Tape, 
104-1.2. 


If you are an INTERVIEW 3000 user, the numer- 
ous CRT display reproductions will enable you to use 
this basic course also. You should consult Appendix A 
first for suggestions on adapting the manual to your 
needs. | 


1.1. SCOPE OF MANUAL 


This manual, in conjunction with the X.25-SDLC 
Training Tape, is intended to teach you to use the IN- 
TERVIEW 3500 in a bit-oriented protocol environment, 
including X.25, X.75, SDLC, HDLC, and BISYNC- 
framed X.25.* Since a self-teaching format is used, you 
should proceed through the manual in the given se- 
quence. If you are familiar with the digital data commu- 
nications world and bit-oriented protocols, then, using 
this manual and the training tape, you should be able to 
accomplish the following: 

10-30 minutes: operate the 3500 and display bit- 
oriented protocol data. 


* Throughout this manual the term BOP (Bit-Oriented Protocol) 
is used to include X.25, X.75, SDLC, and HDLC. The more universal 
term BOP is also used in CRT menus. Although BISYNC-framed 
X.25 is BOP in content, it uses synchronous framing and cannot be 
considered BOP for 3500 programming purposes. 


1-2 hours: enhance data and use the network per- 
formance capabilities of an existing pro- 
gram. 


2-3 hours: modify existing programs and conduct ex- 


temporaneous program diagnostics ar”. | 
performance measurements. | \. 4 


An extremely important consideration in any train- 
ing activity is retention. With 3-4 hours’ training from 
this manual and tape you can use the INTERVIEW 
3500 effectively even after a “‘vacation’’ of 2-3 weeks 
because the logically and functionally labeled opera- 
tions follow intuitively and there is no “‘instruction’’ set 
to memorize or look up. 


Consult the Technical Manual, ATLC-107-895- 
101, for specifications and details of 3500 (or 3000) op- 
eration. Use other reference documents for in-depth 
treatment of specific protocols and interface standards. 


The remainder of Section 1 presents a general non- 
operating view of the INTERVIEW 3500. You will be- 
come familiar with the major operational controls and 
indicators. 


Beginning with Section 2, you will use the instru- 
ment in various operational modes. Operator actions 
are printed in bold face type, which should be especially 
useful when you. want to review a procedure. 


Figures show typical CRT displays. Negative repro- 
ductions of displays have been used because they offer 


better definition in print than do positives. The ta’ 
block numbers may vary between the training tape a, } 


figures in this manual because of operator response 
time; however, the content of each figure will illustrate 
the point. 
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1.2 HUMAN INTERFACE 


You interact with the 3500 via the keyboard and the 
7-inch CRT display. Each control key is clearly labeled 
by function. 


With only a glance at the two status lines on the 
CRT and the status indicator zone of the front panel 
you will quickly understand what mode the 3500 is in, 
what it is doing, and why. An audible beeper confirms 
proper key operation and calls attention to illegal key 
actions. 


1.3 KEYBOARD 


Familiarize yourself with the color-coded, touch- 
sensitive keyboard (see Figure 1-1). Notice especially the 
following significant features: 

e Full ASCII typewriter-terminal keyboard lay- 
out. 

e Blue keys are those used for HEX (and the most 
often used protocol control characters). 

e Red keys are used primarily in the Program 
Mode. 

e Green keys are used in the Monitor Mode and 
are grouped in three zones for— 

Display selections, 
CRT control, 
CAPTURE MEMORY (tape) control. 

e Rectangular Red and Green keys are the mode 
entry keys: - | | 

PROGRAM = RED; - MONITOR = GREEN. 


e A special FLAG key is used for the Flag byte in 
HDLC (bit stuffing) framing. (An HDLC Flag cannot 
be entered using HEX 7 E.) 


Notes: 

1. Some keys repeat when held down (e.g., cursor 
arrows). 

2. The CONTROL key must be held down while a 
key for a protocol control character is operated. 

3. Some keys are alternate action (e.g., CRT 
SELF TEST and, in Monitor Mode, HEX). 

4. Some keys are single function latch (e.g., HEX 
accepts the next two keys as HEX in Program Mode). 

5. Refer to the Technical Manual for full key 
specifications. 


1.4 INDICATOR PANEL 


The right STATUS indicator zone of the front 
panel clearly identifies the CRT display and tape activity 
(Figure 1-2). A FREEZE indicator quickly verifies that 
the CRT display is supposed to be frozen and whether 
the cause is a manual request by the operator or action 
by a program trigger. A RECORD indicator verifies 
that the tape is recording at the direction of the operator 
manually or via a program trigger. 
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The left STATUS zone of the front panel provides... 
additional functionally labeled indicators for the], 
232/V .24 interface signals (Figure 1-3). 
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Figure 1-2 
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Figure 1-3 
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1.5 CRT DISPLAY 


_ | The top two lines of the CRT display are reserved 
“ror status information for the operator. Sixteen lines are 
provided for data display and program menus. Each 
line contains 40 characters for a total data display of 640 
characters. 


A buffer holds three displays of data (1920 char- 
acters). The CRT window of 640 characters can be 
scrolled through this buffer line by line. 


1.6 PROGRAMMING CONCEPT 


A unique nonsequential programming concept 
makes it unnecessary to learn programming. Terms such 


« 
Meyer! 


as addresses, steps, jumps, interrupts, conditional tests, 
and macro instructions are not used at all because a sim- 
pler and more powerful method is provided. 


Basically, you define a situation you want to look 
for and what action (or actions) should then be set. This 
capability is called a ¢rigger. Eight triggers are available. 
All eight triggers can look for independent nonrelated 
conditions (e.g., character strings) simultaneously and 
can take independent and (or) interrelated actions 
(counters, timers, CRT control, tape control, and so 
on). 


You simply indicate what the 3500 is to do. No se- 

quential program steps or flow charts are required and 
there is no list of instructions or commands to remem- 
ber. 


2 Power-up 


2.1 WITHOUT TAPE INSERTED 


(1) Operate the red power switch. The CRT will 
show the display of Figure 2-1. If an error is found dur- 
ing the power-up interactive diagnostics among the in- 
ternal microprocessors, a code indicative of the defec- 
' tive subassembly will be displayed in the SELF TEST 
line. Refer to the Technical Manual for a list of the error 
codes. 

You may now use only the PROGRAM key or the 
MONITOR key. Any other key will cause a KEY ER- 
ROR response on line 2 of the display and an audible 
signal. KEY ERROR clears after 3 seconds or when a 
correct key 1s operated. 

(2) Verify the KEY ERROR response by operat- 
ing a numeric key. 


NOTE: On power-up without tape inserted, the 
program defaults to basic BISYNC parameters. 


VERSION: @3.868 


Figure 2-1 


(3) Operate the MONITOR key and observe the 
display (Figure 2-2). On the top line are the mode, 
MONitor, signal source, LINE, and the tape BLOCK 
number. The second line shows that the monitor is ex- 
pecting signals on BOTH the DCE and DTE circuits and 
that the signals should be EBCDIC and SYNChronous. . 
with synchronization characters of 32 32,¢. ee 

If a BISYNC signal were to be applied to the réa.—” 
RS-232/V.24 connector, the data would now be dis- 
played. 

(4) Operate the PROGRAM key and observe the 


display (Figure 2-3). 


NOTE: You may use the PROGRAM key at any 
time in any mode to provide a known basic starting 
point. 

Notice that the Program Selections menu permits 
only six selections. All programming is accomplished 


Figure 2-2 
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through the Parameters, Triggers, and Statistics menus, 


_which are thoroughly explained in this manual. ; 
peo 42k PROGRAM MODE -- BASIC MONITOR «* 
The bottom two selections permit you to SA VE or | 


ad TEST ID: 
LOAD a program. SOURCE : © 


2.2 TAPE INSERTED AFTER POWER-UP MONITOR: SEEE 


CODE 
(1) Check that the RECORD tab on the rear of 
the tape cartridge is not in the record position (the tab 
should be toward the center of the cartridge). Insert the FORMAT : 
X.25-SDLC training tape with the drive wheel to the 
rear and the transparent window on top. Push it gently 
in until you feel it lock. 

NOTE: The training tape may be supplied with the 
record tab removed entirely to prevent accidental eras- 
ing of its content. Nevertheless, you should develop the 
habit of checking the tab whenever you use any tape. 


*t r § 

*. 
iv: 
rs; 


Figure 2-4 


Operate the PROGRAM key to stop the tape and 
4k PROGRAM SELECTIONS > then power down the 3500 with the red alternate- action 
power button. Leave the tape inserted. 


2.3 POWER-UP WITH TAPE INSERTED 


— (1) Insert the training tape; then power up the 
TO DISPLAY THE TRIGGER MENU 3500. The tape is automatically searched for a test in its 
protected location after the internal self tests are com- 
plete. The test is automatically loaded and the power-up 
menu with the TEST ID displayed as shown in Figure 


TO READ PRGM FROM TAPE 2-6. 


THEN TRIGGER NUMBER Bi 


(2) Operate the MONITOR key. Data from the 
‘TO STORE PRGM ON TAPE tape is now displayed on the CRT. | 

(3) Stop the tape by operating PROGRAM before 
you turn off the power. 


Figure 2-3 


*KMON TAPEX BLOCK=H41 
BOTH. fASCI LZSPACE/ BOP 
(2) Operate the PROGRAM key. | SSS 5 


(3) Press the LOAD PROGram key to the right of 
the CAPTURE MEMORY zone. The microprocessor 
that controls the tape will automatically reposition the 
tape to the program area, read the program, and reposi- 
tion the tape to Block 000 for playback. 

Observe the display (Figure 2-4). The TEST ID is | 
X.25/SDLC TRAINING followed by an issue number. 
The other parameters on this menu will be discussed in 
later sections. . 

(4) Operate the MONITOR key. After the tape 
automatically positions itself, data is displayed (Figure a Pr 
2-5). The top two lines indicate we are MONitoring the sana 4 SDSDFGHIKL\ESoBEb LSS 

"APE at BLOCK XXX as a source for signals on 
( TH the DTE and DCE lines using ASCII code with | 
“> ACE parity in BOP (Bit-Oriented Protocol) format. | | Figure 2-5 


hed ESS, ei WE OEE. E-$5 £8. 
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2.4 REVIEW ge 
4x INTERVIEW 3580 x oo. 
~ e To use a tape containing a previously saved test 
Delian 0 Wien rare that has already been inserted in the 3500, only two keys 

TAPE: X.25/SDLC training #1@4-1.2 are required: Power-up and MONITOR. 
SELF TEST: GOOD e To insert a saved program tape after power- 

pee 
1. Insert the tape. 
me KEY FOR MENU PAGE 2. Operate the PROGRAM key. 
: 3. Operate LOAD PROGram. 
Wea KEY TO START PROGRAM 4. Operate MONITOR. 


. NOTE: Always stop tape motion by pressing the 
SOFTWARE VERSION: @3.a8a red PROGRAM key before you operate the Power bisi- 


ton to power down the 3500. Never eject a tape. uniil 
Figure 2-6 after tape motion has stopped. 
(| 


3 Monitor Mode 


3.1 INTRODUCTION 


The training tape contains three types of data: 
1. HDLC-framed X.25 (Blocks 000 to 070) 
2. BISYNC-framed X.25 (Blocks 080 to 095) 
3. SDLC-SNA (Blocks 150 to 250) 


HDLC-framed X.25 will be used as a general case. 
BISYNC-framed X.25 and SDLC will be specifically ad- 
dressed in Sections 5 and 6, respectively. 


Appendix B contains a brief overview of the con- 
struction of Bit-Oriented Protocols. Appendix C lists 
the acronyms displayed by the 3500 for bit-oriented pro- 
tocols. You may prefer to read these Appendixes before 
proceeding through the manual. For a thorough review, 
consult the applicable documentation of CCITT for 
X.25 and X.75 and that of IBM for SDLC-SNA. 


By programming the 3500, you can perform exten- 
sive diagnostics on the data. You can save your pro- 
grams on additional tapes for future on line use. The 
diagnostic applications you will be able to perform after 
using this manual include the following: 


DISPLAY: 

e Readable expansion of frame command bytes 
and packet definition including LCN numbers 
and Q, D, M bit status 

e Suppress all idle Flag characters to increase the 

efficiency of the display 

Display only information frames 

Display only information packets 

Display only packets to a given LCN 

Force hexadecimal presentation of command 

bytes 

e Suppress the content of information frames or 
packets to condense the display or maintain se- 
curity 


ve Highlight specific types of frames or packets 
e Freeze CRT to capture cause of fault 
e Record only specific LCN packets 


MEASUREMENTS: 

Packet size gard 
Protocol efficiency q j 
Line utilization — 
Q, D, M bit activity 

Error recovery, e.g., count resets, SARM, 
DISC. 

FCS errors 

Elapsed call time 


3.2 DATA, REAL TIME 


With the tape installed, power up the 3500 and 
press the green rectangular MONITOR key to put the 
unit in Monitor Mode. This key enables all the green 
keys on the keyboard and also permits a number of 
other keys to be used for special functions available only 
in Monitor Mode. 


As you go through this section you will be working 
with the data on the training tape. Remember that there 
are three types of data on the tape (see Section 3.1). 


Since the training tape program applies only to 
Blocks 000-070, you will need to rewind the training 
tape when it reaches Block 070. When the tape pla-. 
past Block 070, no data will be displayed. When this , 
curs, press PROGRAM, then MONITOR, to automati- 
caily rewind the tape to Block 000 before playback re- 
sumes. Do this now and observe the display. 
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Figure 3-1 


Notice that in the training tape program, the idle 
Flag bytes between frames are suppressed (Figure 3-1; 
compare this display with Figure 3-2). This accounts for 
the pauses in writing the display. 

Observe that in HDLC framing the 3500 display re- 
places the second frame check byte (FCS 2) with an indi- 
cator letter for the frame (see Figure 3-3). These re- 
arsed letters, G for Good and B for Bad, provide clear 
: marcation between frames as well as immediately 

“highlighting problems. Aborted frames are identified by 
the reverse letter A. Since good blocks are normal, the G 
is low intensity, while the B and A are bright to catch 
your eye. 


In Program Mode, up to eight other characters may 
be selected for blinking reverse-image display. 


Notice the time-correlated, dual-line display of the 
full-duplex data. The first line is always DTE data; and 
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Figure 3-3 


the second, DCE. The DCE data is always underlined 


because the DCE is usually connected to the transmis- 
sion line. 

Operate the HEX key and observe that the entire 
display (except the status lines) is now in hexadecimal, 
as shown in Figure 3-4. 


Operate the HEX key again to restore test. 


In HDLC framing, protocol characters such as 
STX, SOH, or ETX are not relevant. They should be 
displayed in hexadecimal because their true significance _ 
usually lies in their bit patterns. Operate CONTROL 
plus HEX simultaneously and observe that only ASCII 
control characters change to hexadecimal and the text 
remains (as in Figure 3-5). Operate CONTROL plus | 
HEX again to restore all text. HEX and CONTROL 
plus HEX are alternate action operations. 
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The speed of the CRT display is 2400 bps as defined 
by the program on the training tape. To speed up the 
display, operate the UP cursor arrow. In Monitor 
Mode, each operation of the UP cursor key doubles the 
_ playback speed to a maximum of 9.6 kbps. (The tape 
will record data at 19.2 kbps.) Each operation of the 
DOWN cursor halves the playback speed (to a minimum 
of about 14 bps). 


3.3 DATA, MANUAL FREEZE 


Operate the MANUAL FREEZE key in the CRT 
control zone to obtain a display similar to Figure 3-6. 


Notice that the two lines that were blanked when 
the display was running real time have restored their 
data to give a full 640-character display. The blinking 
cursor is on the last character (or two characters in dual- 
line display) received. 
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SaaS, :ON EXIT: Gr Bia! WER LE ae, 
Salita | 5 Fak Seats ae es ae ese OT <a) 
HL IS TNCREMENTED BY Let ZaBEALEEN 


Figure 3-7 


Operate the B key to display the Beginning of the 
buffer (Figure 3-7 is typical) and then the E key for the 
End of the buffer (Figure 3-8 is typical). Intermediate 
positioning of the 640-character CRT window in the 
1920-character buffer is accomplished by holding the 
UP or DOWN cursor key until, after the cursor reaches 
the top or bottom of the CRT, the next line is pulled 
onto the screen. 


Notice that the RIGHT and LEFT cursor keys 2” 
position the cursor (blinking characters) and it wra,_~- 
around from the end (or beginning) of one dual line to 
the beginning (or end) of the next. This is a valuable 
time-saving feature. 


NOTE: Insome units, Manual positioning of the 
cursor on a data display may randomly cause a charac- 
ter at the cursor location to change from hexadecimal to 
text or vice versa. The character will revert to its original 
display form when the cursor 1s moved away. 


aON eee —- BLOCKS 636 DTE=81168416 


| DCE = pipet 


iS = 
So 


Sc ni A iH 
DEGrSY< So a 


F the 
J 


Figure 3-8 
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plays the acronyms and other associated protocol infor- 
mation. The frame-control and packet-type byte expan- 


a abt all Terre sions available in the 3500 are given in Appendix C. 


i nies PASE: TEST _ BIT IN REG To obtain expansions of frame control bytes: 

” aeemaaiae (1) Operate FREEZE, then the ‘‘B’’ key to posi- 
tion the cursor at the beginning of the display 
buffer. 

(2) To make interpretation easier, use CON- 
TROL plus HEX to display all control nytt 

3: eS in hexadecimal. 

sESae [Se Eien} iain =m (3) Operate the ‘‘F’’ key to locate the first frame 

ae z seit = err jam ait | control byte on the display after the cursor. 

Tote, sGiaents : ee 7 . Figure 3-9 is typical. 

SST eae, iS —T Si (4) Observe that line 2 contains the expansion of 

SISTER DEFINITION IN R oo BIT NUMBER TN the frame-control byte. 

(5) Continue to operate the F key to tab through 


*, 


a 
_ 


ad the display. When the cursor is at the bottom 
of the CRT the next line(s) will be scrolled 
At the right side of the top two lines are displayed onto the CRT from the display buffer. When 
DCE and DTE with 1-0 patterns representing the binary the cursor reaches the end of the buffer, NO 
patterns of the characters at the cursor position. Bit J, CONTROL BYTE FOUND will be displayed. 
the low-order bit and first bit in the serial stream, is the | 
rightmost bit on the screen. This permits you to read the To display expansions of packet-type octets: 
haxadecimal equivalent directly from the bit pattern. (1) Operate the B key. 


(2) Operate the P key to locate the first 


NOTE: We _ have observed this convention ; 
packet-type octet. Figure 3-10 is typical. 


throughout the 3500 display and documentation. This is 


-_ important point, as there is much inconsistency in the (3) Line 2 a the acne of naan 
....-¢der in which bit patterns are printed in the industry’s 2 as well as the packet-type octet (Octet 3). 
literature The logical channel number is displayed as a 


ee decimal number, and if the Q, D, and M bits 
The MANUAL and FREEZE LEDs on the indica- are 1, the appropriate characters are dis- 


tor panel are ON. | | played. 

Also notice that the block number of the tape re- (4) If you continue using the P key to the end of. 
mains displayed. In playback mode only, the tape stops the buffer, NO CONTROL BYTE FOUND 
when MANUAL FREEZE of the CRT is operated. will be displayed. 


MANUAL STOP of the CAPTURE MEMORY also 
stops the tape and thus freezes the display in the same 


manner. AMON canis pees 436 DTE=411806001 
HEX and CONTROL plus HEX also work in Se mE Pot clieieaenas 

freeze. = eh HiMGanest§a TEST BIT IN REG 
Operate CLEAR CRT in the CRT CONTROL ey 

zone to clear the display of old data. 3 vr Gia 5 2S Shh e 
Operate MANUAL UNFREEZE to again display Hts 7 TESTS “THE Terre 


ani, TtRdSDFC HIKL\& Sees 
(Gespeeseessasees 105514 5 
a ( Geeeeeeees, 195 hgh qEaa=. 


aan “ACCORDING TO THE STATE OF THE B 


real-time data. 


3.4 ACRONYM EXPANSION: FRAME and PACKET 


The cursor can be ‘‘tabbed’’ through the display to _ GISTER DEFINITION IN R, 3 BIT NUMBER IN 
co ~“tomatically locate each frame control byte or packet- 
... ge byte. When the cursor comes to rest on one of these 

bytes a bit analysis is performed on it and the CRT dis- Figure 3-10 


Alternate use of the F and P keys will move the cur- 
sor back and forth between the frame-control byte and 
packet-type octet of one frame until one of the two keys 
is operated twice in succession. 


Notice that although the cursor points to both a 
DTE and a DCE character simultaneously, you can 
identify which character the F or P key has expanded by 
which binary breakdown appears at the upper right- 
hand corner of the screen. 


You may obtain a mnemonic expansion for any 
character on the screen by positioning the cursor at the 
desired byte and pressing CONTROL plus F or CON- 
TROL plus P. Thus, you may move the cursor back to 
expand any control byte in which you are interested. Re- 
member, though, that in this case the logic cannot dis- 
tinguish between a genuine frame-control byte or 
packet-type octet and the numerous invalid possibilities. 


3.5 RESULTS, REAL TIME 


Operate PROGRAM, then MONITOR, to rewind 
the tape to Block 000. While data is being displayed, op- 
erate the RESULTS key in the DISPLAY zone to obtain 
the display of Figure 3-11. The two status lines at the 
top remain and the tape block number is still increment- 
ing. 


' Observe that the four counters and two timers are 
clearly named to show their functions in the training 
tape program. The counters will be counting almost 
continuously, depending on what data is read from the 
current block of the tape. 


Press the DATA key and notice that data is still be- 
ing monitored. 


Return to RESULTS. 


Notice the value of the Not Pak Frms counter; op- 
erate the C and then the 4 key to reset Counter 4 to zero. 
Any counter can be reset with C followed by its number 
or any timer by T followed by its number. The R key re- 
sets all counters and timers. Operate MANUAL 
FREEZE and observe that the counter accumulations 
stop, because the tape playback stops. Press RESUME 
TRIGGER and observe that the counters and timers re- 
sume counting, without resetting. 


Results can be easily modified while a test is run- 
ning to enable you to look for several criteria at the 
same time without going back into the Program Mode. 
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*MON TAPE BLOCK =482 


BOTH/ASCIT/“SPACE/BOP 
COUNTERS: 


Figure 3-11 


With Results displayed, operate the MONITOR 
key and notice that all counters and timers reset. MONI- 
TOR, used when the unit is already in Monitor Mode, 
restarts the entire test, without initializing the tape. 


Both timers increment in milliseconds or seconds as 
indicated on the display. re 

Maximum count is 65,535 for counters and timers.“ 
Overflow is indicated by a message to the right of the 
counter or timer. 


NOTE: All data received by the 3500 is presented 
to the counters and timers whether or not the data or 
portions of it are displayed on the CRT or recorded 
onto tape. 


3.6 PROGRAM SUMMARY 


While you are viewing data and results, you may 
wish to review the program. The 3500 allows you to see 
the program without leaving Monitor Mode. It presents 
a Program Summary in an easy-to-understand format 
that requires no complex instruction listings or flow 
charts. 


3.6.1 Perhaps you would like to know how Counter" 
on the Results display has been programmed to cov, | 
Data Packets. Data packets are defined by the fifth byte 

(Octet 3) having Bit 1 = 0. 
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_ Operate the PROGRAM SUMMARY key in the 
“splay zone. The program will be displayed as in Fig- 


’s.@ 3-12. Find CTR 1 in the Trigger #1 area. The sum- 


mary shows that Trigger #1 looks at the DCE line for a 
sequence of Flag (shown as hexadecimal reverse-image 
7E), any byte not equal to Flag (reverse-image 7E with a 
bar through it), three Don’t Care bytes (reverse-image 
DC), and a bit mask (reverse-image M). The byte not 
equal to Flag represents the address byte and defines the 
preceding Flag as the opening Flag; the three Don’t 
Care bytes are the frame-control byte and the first two 
packet octets; and the bit mask represents the unique bit 
pattern of a packet-type octet (Octet 3). In Program 
Mode, the Trigger #1 menu would show the specific pat- 
tern of the bit mask to be XXXX XXX0. | 


CRT1I means that Counter 1 is set to Increment 
upon receipt of the above string. 


*MON TAPEX BLOCK=466 
BOTH/ASCII/SPACE/BOP 
#1 DCE STRG:2igeeae 


CTR1I FLAG | 

#2 DCE STRG:ia8 ) 

TMREO ele | 

#3 DCE STRG: Saez 

#4 DCE STRG:2 FLAG 
DCE STRG: 


DCE STRG: tesa) 


DCE STRG: = 


Figure 3-12 


3.6.2 Operate the RESULTS key. Notice that Timer 
2 is actively increasing. It indicates elapsed idle time for 
comparison with Call time. 


Display the Program Summary again. Notice the 
entry under Trigger #2. A DCE string consisting of a 
byte Not Equal to Flag followed by Flag identifies the 
ending Flag. TMR2C means that Timer 2 Continues 
when the ending Flag is detected by Trigger #2. 


Under Trigger #8 you can see that Timer 2 stops 
when the leading flag is detected. The leading flag is 
specified by the DCE sequence Flag, Not Equal Flag. 


Once you have read the sections on programming, 
you will find the Program Summary easy to interpret 
and a valuable timesaver. 


3.6.3 Return to Results. The counters, timers, and 
block numbers will have changed because the program 
has been running while the Program Summary has been 
displayed. 


_ 3.6.4 Press PROGRAM to stop the tape; then press 


the red power button to power down the 3500. 


3.7 MONITOR REVIEW 


In Monitor Mode, without stopping the test or in- 
terrupting the recording of data onto tape, you may re- 
view the Program Summary or Results, reset the coun- 
ters or timers or both, and manually freeze or unfreeze 
the display and return the CRT to trigger control. This 
capability substantially increases efficiency, especially 
in time-critical situations. 


Pressing the red rectangular PROGRAM key en- 
ables all the red Program Mode keys and allows full use 
of the typewriter keyboard. The PROGRAM key also 
initializes all circuits, counters, and timers, and stops 

tape motion. 


4.1 PACKET DIAGNOSTIC DISPLAY 


In a packet network, many of the transmissions on 
a communications link are only for the purpose of net- 
work supervision or communication error control. One 
link may carry many packet channels. 


Often the first task in analyzing a problem is to 
visually display the information that is specifically of in- 
terest. This section will lead you step by step to a clear 
display of all information packets on a specific logical 
channel without supervisory or error control material. 


4.1.1 Basic Monitor Mode Menu. To give you expe- 


rience in programming the 3500, we will not use the 


training tape program here, but you will need the ars as 
the data source. 
(1) Power-up the 3500 without the tape (as in 
Section 2.1). 
(2) Press PROGRAM to place the unit in 
Program Mode. | 
_ (3) Operate the red PARAMETERS key and then 
the numeral 1. 
The Basic Monitor menu shown in Figure 4-1! will be dis- 
played. 


The bright reverse-image blinking cursor is in the 
TEST ID field. Here you may enter a program title of 
up to 27 alphanumeric or control characters (spaces 
count). We have titled the first program PACKET 


15 
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DIAGNOSTIC DISPLAY. Use the LOCK to lock in 
SHIFT; then type in the title. Press SHIFT to release the 
LOCK. 


To move the cursor to the SOURCE field, press 
ENTER. The cursor will move to the default selection, 


LINE. Press the right cursor arrow to move the curs” , 
to TAPE. This not only selects TAPE as the da.’ 


SOURCE, but also automatically displays a START 
field on the next line and a SPEED selection field on the 
last line. 


Notice that if you try to use the RIGHT cursor ar- 
row to leave the SOURCE field, the selection will 
change. To be sure that you do not alter your selection, 
always use the ENTER key to move the cursor directly 
to the next field. If you move the cursor too far down, 
you may move it back up with the UP cursor arrow. 


*#k PROGRAM MODE —- BASIC MONITOR «x 


TEST ID: M__ 
SOURCE : Mig TAF 


MONTTOR: 
CODE 


FORMAT : Se228 ROP ME 
SYNC CHARS: 
OUT SYNC 
AUTOSYNC 


ims ai aoa 
i=pssee i ii 


Figure 4-1 
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-~.. Use ENTER to position the cursor at BLOCK 000 


. 7 the START field. Since the X.25 data on the training sok PROGRAM MODE -- BASIC MONITOR -Kx 
“tape runs from Block 000 through 070, this default se- 
lection is the one we want. ee ae 
SOURCE : 
Notice that the default selection for MONITOR is. = 
BOTH DTE and DCE. Since this is the selection we MONITOR: Elis 


CODE 


want, we can tab directly to the CODE line by using the 
ENTER key twice. The ENTER key never alters a selec- 
tion. | 
: Loi ad 
The training tape data that we intend to monitor is CVE @ 
ASCII with seven information bits. Use a cursor arrow 
to select ASCII. Two new fields now appear, BITS and 
PARITY. (Compare Figure 4-2 with Figure 4-1.) SPEED: SSB 


4k PROGRAM MODE -- BASIC MONITOR >*x 


TEST ID: Se eee en Figure 4-3 
SOURCE : Li EA MM TAPESDTM 
MONITOR: = | Block 000, as you have specified on the Basic Monitor 
CODE : EETDIC mE cp “sea menu, and begin playback. As Figure 4-4 shows, the dis- 
TPARS PREY EBCD BAaUDOT HEX play is single-line, with DCE data distinguished by the 
BIIS : 8g underline. No data is suppressed: all the idle Flags (low- 
FORMAT - GRA EGP DOP-PEOT SYNE BONE intensity reverse 7E) are displayed. There are no other 
| SYNC CHARS: Bgl | highlights because none have been programmed. 
hen ao Press PROGRAM; then PARAMETERS and 2, to 
yess SS display the menu shown in Figure 4-5. We shall be con- 
SPEED: Seay | cerned with the CRT CONTROL portion of the menu. 


. 
we eee 


Move the cursor from SINGLE LINE (the default 
selection) to DUAL LINE. Press MONITOR. Again the 
| tape playback will begin from Block 000. The data will 

Figure 4-2 now appear in time-correlated dual-line display as 
shown in Figure 4-6. 

The default selection in the BITS field is 7, so you 
can use ENTER to tab directly to the PARITY field. In 
the training tape data, the eighth bit (parity bit) is space 
rather than parity. (This is the case with most DEC 
equipment, for example.) In the PARITY field, select 
SPACE. TA 

Ho en 


Now go to the FORMAT field. The default format PH’ Gyn Sees 
selection is SYNC. Move the cursor to the right to select : 
BOP and notice that all the options under FORMAT 
disappear because they are not applicable to monitoring 
Bit-Oriented Protocols. 


The last line 1s the value for SPEED, which was 
automatically entered when you selected TAPE. The de- 
fault value is 2400. 


Your Basic Monitor menu should now appear as in 
Figure 4-3. You have now selected all the parameters 
necessary to monitor data from the training tape. sata aces 


Since the idle Flags take up most of the display 
_ space, we shall suppress them, as was done on the Train- 
ing Tape Program. 


ARGU Cc ei oS LLL ee 
Vee RR 


\ 1.2 CRT Control. Insert the X.25-SDLC training 


“tape. Press MONITOR. The microprocessor that con- 
trols the tape will automatically reposition the tape to Figure 4-4 
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*k PROGRAM MODE -- CRT & TAPE ** 


DISPLAY MODE: SRRISNENNM) DUAL LINE 
SUPPRESS 


ENHANCE : GRBs PARITY 


REY IMAGE : Gg INTERFACE=0N 


RECORD CONTROL 


SPEAKER CONTROL 
SPEAKER : Gg ON 


Figure 4-5 


Return to the CRT CONTROL menu (PRO- 
GRAM, PARAMETERS, 2). The cursor is in the DIS- 
PLAY MODE field. Move the cursor to the SUPPRESS 
field. 


The SUPPRESS field is a data entry field; that is, 


you may choose up to eight characters to be suppressed ° 


and enter them directly from the keyboard. To suppress 
idle Flags, press CONTROL plus the FLAG key simul- 
_ taneously. A low-intensity 7E appears. 


NOTE: A low-intensity entry in a data entry field 
always signifies that the symbol represents something 
other than itself. In this case, it means that a Flag is in- 
tended, and the logic will treat it as a Flag, rather than a 
data 7Ej¢. 


If you make an error in a data field, you may write 
over it. You may clear the remainder of a field starting 


with the cursor position by pressing SHIFT plus | 


*PION TAPE BLOCK =HH1 


—- #4 


Figure 4-6 


*MON TAPE* BLOCK=441 
BOTH/ASCIT/“SPACE/B 
toa Ee! BIT 


"SZ manhve 


nad b 1 Hees 


EXP OR TY. 


EJ c= 


BEeEEREEEESEeES | ETS Ade 
"DI smash t 


LACEMENT 


Bk GroZREhiee 
mak ‘SEDSDFGHIKL\LS0BRDUSS 
Figure 4-7 
CLEAR FIELD. CLEAR FIELD clears an entire field. 


~CONTROL plus:CLEAR FIELD clears an entire menu 


to default condition and thus should be used cautiously. 


MONITOR the taped data and notice how much 
more compact the display is (Figure 4-7) with the idle 
Flags suppressed. Frames still can be distinguished by 
the good (G), bad (B), and abort (A) symbols. 


You may wish to verify that if you enter HEX, 7, E 


in the SUPPRESS field, Flags will not be suppressed. vs 


nN 


4.1.3 Triggers. Using the triggers, the CRT can be 
unfrozen and refrozen so that only data of interest is 
added to the display. 


Operate PROGRAM;; then TRIGGER. Notice that 
the display (Figure 4-8) is similar to that given by the 
PROGRAM SUMMARY key in Monitor Mode (Figure 
3-12). There are eight triggers. 


*k PROGRAM MODE -- TRIGGER #Hih «x 
#1 
#2 
#3 


Figure 4-8 
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Press the numeral 1. This displays the menu for 
_-Trigger 1 (Figure 4-9). A horizontal line divides the top 
ONitor characteristics that the trigger will LOOK 


“OR from the bottom SET actions that it will take. If 


you compare this with Figure 3-12, you will see the sig- 
nificance of the upper and lower lines for each trigger 
on the Program Summary. 


There are three monitor conditions that the triggers 
will look for: (1) data characters; (2) interface lead sta- 
tus; and (3) internal flags. When all of the selected con- 
ditions are true, the trigger will take as many of the fol- 
lowing actions as have been selected: (1) set CRT; (2) set 
tape; (3) set flag; (4) set timer; (5) set counter; (6) set 
alarm; and (7) set OUTSYNC. 


4:1.4 Selective Display of Information Frames. 
Since we want the trigger to look for information 


frames, we are only interested in looking for certain: 


4#2k PROGRAM MODE -- TRIGGER + x 


MON DATA ON 
MON I/F LEADS: EB YE! 


_| MON FLAG 
SET CRT : §™ Yes 


SET FLAG : 
SET TIMER: | 
SET CNTR : nO ES 
SET ALARM: fg ves 


SET OUTSYNC: Hig ‘ES 


Figure 4-9 


data characters, and only those from the DCE. The 
bright reverse blinking cursor is on the default selection 
NEITHER in the first data selection field of the trigger 
menu. Use the cursor.to select DCE. 


A second line now appears, offering four selec- 
tions; STRinG, 1 OF, GOOD FCS, and FCS ERROR 
(Figure 4-10). To find an information frame we shall 
need to find a certain string of characters. Therefore, 
operate the ENTER key to move to the LOOK FOR 
field. The cursor will go to STRG because it is the de- 
fault selection. 


Under STRG, there is an underlined space, which 
indicates a data entry field. Press ENTER, and the cur- 
_Sor will go to the first position of the data entry field. 


' An information frame is defined by the 0 in the Bit 
“ «position of the second byte after an opening Flag. So, 


*k PROGRAM MODE -- TRIGGER #8) *x 


MON DATA ON 
LOOK FOR : 


MON I/F LEADS: gf Ft 


MON FLAG 
SET CRT : He YES 


SET FLAG : & 
SET TIMER: | 
SET CNTR : 
SET ALARM: 


SET OUTSYNC: Ei YES 


Figure 4-10 


we want to look for a string composed of three bytes:.a 
Flag, a byte not equal to a Flag (the address byte), anda 
byte having Bit 1 equal to zero (the control byte for an 
information frame). | 

(1) On the data entry line for STRG, enter a Flag. 
Remember that you must use CONTROL plus the 
FLAG key. 

(2) To allow any byte except a Flag in the second 
byte position, press NOT EQUAL followed by CON- | 
TROL plus FLAG. Notice the horizontal ‘‘Not Equal’’ 
bar through the character. 

(3) Inthe third position we need any byte with Bit 
1 = 0. Press BIT MASK. A low-intensity reverse M will 
appear, indicating that something other than a data 
character M is meant. To the right is the 8-position bit 
mask entry field, and the cursor is at Bit 8. (See Figure 
4-11.) The X’s indicate Don’t Care bits. Since we are 
only interested in Bit 1, we can immediately move the 
cursor to the bit 1 position on the far right, using the 


*k PROGRAM MODE -- TRIGGER #§ ** 


MON DATA ON : NE 
LOOK FOR: : SHER 


SET CRT 


FLAG : 

TIMER: | 

CNTR : ge YES 

ALARM: 2 YES SET © SUTS! 


Figure 4-11 
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#*k PROGRAM MODE -- TRIGGER 4 40x 


MON DATA ON : NEITHES DTE fie 
SHgg 1 OF "Gcor 


I”F LEADS: #8] YES 


LOOK FOR : 


Chl 0 2-3 = OFF i= “ON &=NO CH 


a a 8 OG 
CER FRZ HEX LO UND BLI REY 


YES SET OUTSYNC: EB YES 
Figure 4-12 


RIGHT cursor arrow. Enter the numeral 0 here. The 
low-intensity M in the third character position of the 
string now signifies a byte with Bit 1 = 0. Its meaning 
could easily be changed at any time by changing the bit 
pattern in the bit mask field. Press ENTER to return to 
the string. If other bytes were needed, you could now 
enter them. 


If you should wish to alter the Bit Mask, reposition 
the cursor on the low-intensity M and press BIT MASK. 
The cursor will return to the bit mask field without 
altering the string. 


Since we want information fields to be displayed, 
we want the character string to turn the CRT freeze 
OFF. Using ENTER, tab the cursor down to the SET 
CRT field. Select YES, and observe that another selec- 
tion field appears. Tab to the selection field and select 
FRZ; then enter a numeral 0 for OFF. 


**k PROGRAM MODE -- TRIGGER +a «x 


DATH ON: 
LOOK FOR : 


I/F LEADS 


FLAG 


SET CRT = OFF 1=0N A=NO CH 


a : 
CLR FRZ HEX LO: UND BEI REY 


SET FLAG : 3 
set TIMER: 
SET CNTR : 
SET ALARM: && 


rarer 
Lown orn 


SET OUTSYNC: Hf YES 


o o 
none neonel eres! 


Figure 4-13 


*k PROGRAM MODE -- TRIGGER 4 *x« 
#1 DCE oles Bel 


Figure 4-14 


The Trigger 1 menu should now look like Figure 
4-12. . 

We need to turn the CRT FREEZE ON again at the 
end of the information frame while Trigger 1 waits for 
the next information frame. The next Flag after the 
freeze is turned off, i.e., after the control frame, is 
always the closing Flag. 


Select the Trigger #2 menu. Select DCE. Enter. 
NOT EQUAL FLAG, FLAG in the LOOK FOR di” 
entry field, and set the CRT FRZ to turn ON. (See Fig--” 
ure 4-13.) 

Now view the Trigger Summary (simply press 
TRIGGER) and notice how your entries on the individ- 
ual trigger menus are summarized (Figure 4-14). The 


Trigger Summary is the same as the Program Summary. 


MONITOR the data to see that only information 
packets and FCS bytes are now displayed as in Figure 
4-15. 


*KMON TAPEX BLOCK =4H2 
BOTH/ASCI if SPACE“ BOP 


mE 
ECTS 


eee t x 


: IF R, DISPS87 #8 co oe 
i ike iin 


Sa grr 


fa = s-= : = . _t_ SES iste 
3 soa een ™ 


Figure 4-15 
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- Although the dual-line display is much more com- 
yomact with the Flags and protocol material suppressed, it 
apparent that there is little simultaneous transmission 
“-récorded on the training tape. It will be more efficient 
for analysis, therefore, to display the data in single-line 
mode. To do this, return to Program Mode; select the 
CRT Control menu (PARAMETERS 2), and select 
SINGLE LINE instead of DUAL LINE. The display 
will now appear as in Figure 4-16. (Use CONTROL plus 
HEX to help distinguish the LCNs from the packet-type 
octets.) 


Because the first two bytes of each frame have not 
been received in the display buffer, the P key cannot be 
used to find the packet-type octets automatically. How- 
ever, you may still obtain packet-type expansions by 
positioning the cursor manually on the packet-type oc- 
tet, that is, the third character in any packet. Operate 
CONTROL plus P to obtain the correct acronym expan- 
sion, as in Figure 4-17 (in the figure, the cursor is near 


*MON TOPEx BLOCK=aa4 
BOTH/ASCII/SPACE/BOP 


z | 
Ln * 


See OPCODE 
0&3 8 ;.ENDMS%, 
% Loy. U8 Le 


¢ 
: age i base 
=e 
@; 


~====-4-P-$-4,- |= 


is 


i 


, 1 OPCODE BYE (az 
BS, & & @CBH Mc eee 


Figure 4-16 


the center of the display). Note that CONTROL must be | 


used with the P key in this case. 


Remember that when CONTROL plus P is used, 
the logic cannot identify your mistakes: it will display an 
expansion of whatever byte is at the cursor location, 
whether valid or not. 


4.1.5 Selective Display of Traffic on One Logical 
Channel. We can modify the program already in the 
unit (Section 4.1.4) to display only the data on a specific 
logical channel. To do this, we program the triggers to 
. look into the first two packet bytes for the LCN. We 
shall illustrate this by displaying only transmissions on 
LCN 0004, whether information, supervisory, or non- 
pe ueyenus 


e ' (1) Select the Trigger #1 menu, and use the EN- 
“TER key to position the cursor in the LOOK FOR 


ERENT 2 
i 


2 LDF GHIKLS 448 


“apace Naas Ea, ise 
NDEXED 47:08 
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Figure 4-17 


STRG data entry field. Move the cursor to the low-in- 
tensity M. Clear the Bit Mask with SHIFT plus CLEAR 
FIELD. The cursor will remain at the third position in 
the string. 


(2) Operate the DON’T CARE key to indicate 
that any bit combination in that position in the string is © 
valid for the control byte. 


(3) Next enter the logical channel number infor- 
mation for the first two packet octets, 10 04,,. The 
HEX key is a two-character latch, so to enter the LCN 
use the key sequence HEX, 1, 0; HEX, 0, 4. 


(4) You have now programmed Trigger #1 to un- 
freeze the CRT upon receipt of any frame on LCN 0004. 


(See Figure 4-18.) 


(5) Trigger #2 has already been set to freeze the 
data after the closing Flag (Figure 4-14). 


4k PROGRAM MODE = ESET Ha kk 
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ALARM: SET OUTSYNC: 
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Go to Monitor Mode. All frames on Logical Chan- 
nel 0004 are displayed, whether information, supervi- 
sory, or nonsequenced (Figure 4-19). 


By including the packet-type octet (Octet 3) in the 
unfreeze string for Trigger #1, we can limit the display 
of frames on LCN 0004 to a specific packet type. To 
display only information packets add a Bit Mask to the 
string and enter zero in the Bit 1 position (Figure 4-20). 


Now the display consists solely of information 
packets on LCN 0004 and the data can be read almost as 
straight text (Figure 4-21). 


Observe that each packet terminates with CR LF 


followed by a few other characters that are not useful in 
understanding the information content of the packet. 
To suppress these assorted characters, change Trigger 
#2 to turn CRT freeze ON after the string CR LF is re- 
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ceived instead of waiting for the closing Flag byte. (See 
Figure 4-22 and 4-23.) Since CR and LF are control 
character mnemonics, enter them using the CONTROL 
key plus the CR or LF key. 


The three characters CR, LF, and ; appear 
throughout the display and detract from its readability. 
Suppress them by adding them to the SUPPRESS list oni 
the CRT CONTROL (Parameters 2) menu. Now ¢ * 
serve the display. As in Figure 4-24, it is a clear, rei. . 7 
able presentation of only the information on Logical 
Channel 0004 and can easily be compared with the input 
(or output) of that terminal. 


NOTE; Insome instances, CR or LF or any sup- 
pressed character may be of significance to the user, 
e.g., it may be part of the message content. It will never- 
theless be suppressed whenever it appears. 
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| 2kKMON TAPE BLOCK=8485 


. BOTH/ASCIT“SPACE/BOP 


“ g@ YC6HH + BHIdT§*&8a:A BOPCODE BYTE 4¢> 
: #38 :.ENDMS5Y. 3 ENDM 


TIN (DISP)%+ G+INB 
»DISPS' 


ACBH >A 
i a 


3! SQEPCODE BYTE 
2Rr D&B! _ $ D 
_AOGPECODE BYTE A3" 


Figure 4-23 


NOTE: If a circuit is very busy, it may be advan- 
tageous, for example, to select only DCE on the Param- 
eters 1 menu in order to eliminate spurious characters 
from the DTE. 


4.2 THE TRAINING TAPE PROGRAM 


| The program on the training tape is designed spe- 
\.._.ifically for monitoring ASCII data in X.25 format. The 
basic parameters of the program are shown in Figures 
4-25 and 4-26. The Parameters | setup is the same one 


that you entered in Section 4.1. The display is dual line ~ 


and Flags are suppressed. Figure 4-27 is the Trigger 
Summary and Figure 4-28 is the statistics menu. 


4.2.1 Frameand Packet Efficiency. Network utiliza- 
tion can be determined easily with the training tape pro- 
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DCE=46161181 


ENT IN (DISP) STB MACRO R.IR, DISP 


OPCODE BYTE 
OPCODE BYT 
DISPLACE 
Mi ENDM 
SET BIT INDEXED 


IR_+ MDH 
DB R + HH 
DB DISP 


Nee | Figure 4-24 
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gram. The program analyzes traffic from the DCE or 
NODE but it can be edited easily to look at traffic origi- 
nating at the DTE. | 


Packet Efficiency is the percentage of data packets 
to all packets. Counter 1 counts data packets and Coun- 
ter 2 counts all other packets, using the Bit Mask XXXX 
XXXO0 to define the packet-type octet for an informa- 
tion packet. Inspection of Figure 4-29 (which was not 
made from the training tape data) shows that 50% of 
the packets are for supervisory or control purposes; the 
packet efficiency is therefore 50%. 


Average packet size is another valuable parameter. 
It is relevant for node throughput and memory alloca- 
tion analysis. It also reveals whether messages are being 
combined to minimize the packet count. Since many ad- 
ministrations charge on a packet basis, whether or not 
the packets are full, this information can be important. 
On Trigger 4, Counter 3 is set to increment for every 
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byte received while Flag 1 is ON, that is, every byte re- 
ceived between the packet-type octet defined by the 
string on Trigger 1 and the end of the packet defined by 
the string on Trigger 2. Using the data of Figure 4-29, 
we see that division of Counter 1 (number of data pack- 
ets) into Counter 3 (cumulative number of data packet 
bytes) gives approximately 30 bytes per packet. This 
amounts to only 25 percent utilization on a network that 
provides 128-byte packets. 


Frame efficiency is the ratio of packets (or infor- 
mation frames) to supervisory or control frames. Coun- 
ter 4 counts all frames other than packet frames (all 
noninformation frames). The total of Counter | (data 
packets) and Counter 2 (nondata packets) in Figure 4-29 
gives the number of packets, which is the number of in- 
formation frames. There are two packet frames for 
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every nonpacket frame, so the frame efficiency of the 
circuit is approximately 2:3 or 67 percent. 


4.2.2. Call/Circuit Utilization. Timer 1 is ON be- 
tween the CALL ACCEPT packet, Trigger 6, and the 
CLEAR packet, Trigger 7 (see Figures 4-30 and 4-31). 
This timer displays the duration of the call.. Since the 
X.25 section of the training tape does not contain a 
CALL ACCEPT packet, this timer will remain at 00 
when the training tape is being monitored. ( 


Timer 2 accumulates the time between frames, that” 
is, from the string on Trigger 2 to the string of Trigger 8, 
which is idle circuit time. 


In the data of Figure 4-32 only 12 out of 74 seconds 
were utilized for sending frames. This could indicate 
that personnel making manual entries need further 
training. Use of a batch-type terminal to store the data 
on tape before transmission might improve efficiency. 
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NOTE: As shown in Figure 4-32, the timer is set 
to count in seconds. When the periods being counted are 


less than seconds, the count will vary by at least + or — 


1 second. To minimize this effect of a 1-second resolu- 
tion on periods that may be shorter than 1 second, the 


| seconds timer should be allowed to accumulate well into 


pote 


. 
weal 


the hundreds. For total periods of less than 60 seconds, 
the millisecond range is recommended for accuracy. 


NOTE: With HDLC framing, you should re- 


‘ 


4 


‘‘destuffed.’’ Therefore when you correlate character 
counts to time measurements you will find that there are 
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more bits of time on the circuit than will be accounted 
for by adding up character times. However, the display 
will always show when eight bit times have been accu- 
mulated by inserting the L-shaped fill symbol on the 
faster data path (in dual-line display). See Section 6 
(SDLC) for further details. 


4.2.3 DTE Analysis. On the training tape program, 
all triggers are assigned to the DCE. You can easily 
make the same measurements on the DTE path. Since 
the CALL/CALL ACCEPT does not appear until 
Block 68, the CALL duration will not accumulate. 
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Load the training tape program. In succession, 
select each trigger menu and change the LOOK FOR 
selection to DTE. Operate MONITOR and observe the 
Results display around Block 073 (see Figure 4-33). No- 
tice that there are only 23 data packets with a total of 
291 characters. Obviously the DTE is generating very 
little traffic, and packet overhead is 743 out of a total 
packet count of 766. The Node servicing the terminal 
may be rather busy with packet handling, but moving 
little actual data. 


4.2.4 Specific LCN Analysis. The training tape pro- 
gram uses DON’T CARE for the LCN octets (as in Fig- 
ure 4-34). You can easily modify the strings in Triggers 
1, 3, 6, and 7 to specify an LCN of interest or to exclude 
a specific LCN. Replace the second and third Don’t 
Care bytes with hexadecimal values for the desired LCN 
bytes (see Figure 4-35, for example). 
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5 BISYNC-Framed X.25 


5.1 GENERAL 


X.25 can be framed with transparent BISYNC in- 
stead of HDLC (or bit stuffing). In this case, select 
SYNChronous FORMAT rather than BOP on the Pa- 
rameters | menu since entering BOP in the 3500 enables 
bit stuffing. 


Two types of transparent BISYNC framing are in 
general use: EBCDIC with SYN = 32,¢ and ASCII with 
SYN = 16,;¢. ASCII with SYN = 96)¢ is seldom found. 
The EBCDIC or ASCII framing does not necessarily de- 
fine the data code: the codes are often mixed. EBCDIC 
data may be framed with ASCII; or ASCII data may be 
framed with EBCDIC. 


5.2 TRAINING TAPE DATA 


The data on Blocks 080 to 095 of the training tape 
is BISYNC-framed X.25 with ASCII data, 7 informa- 
tion bits, space parity, and SYN = 16)¢. 


5.2.1 Parameters Setup. Power up the 3500 without 
a tape, and display the Parameters 1 menu. Make the 
following selections: 


SOURCE: TAPE 
START AT: BLOCK 080 
MONITOR: BOTH 


2 


CODE: ASCII 
BITS: 7 
PARITY: SPACE 


The display should appear as in Figure 5-1. For trans- 
parent BISYNC framing, we want SYNChronous FOR- 


MAT, which is the default selection, rather than BO”’. 


The synchronization characters default to the values’, 


space-parity ASCII, 16 161g, so there is no need to maké 


further selections on this menu. 


On the Parameters 2 menu, select SINGLE LINE 
DISPLAY. Position the cursor on the data entry line be- 


low ENHANCE and, holding down the CONTROL 
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key, type in STX, EFX, and DLE (see Figure 5-2). In 
Monitor Mode the enhanced control characters will be *MON 
| jlayed in blinking bright reverse unaee (see Figure 
Hya3). 


5.2.2 Display of Transparent Data. Operate MONI- 
TOR. The tape control logic will position the tape at 
Block 080 before playback starts. Allow the tape to run 
to Block 095 to fill the display buffer; then press MAN- 
UAL FREEZE. (Note: there is a pause in the data be- 
tween Blocks 081 and 084.) The BISYNC framing can L: 
be clearly discerned because the framing characters are ; atk: a ere 
enhanced. Each transmission (that is, each frame) be- a (755-5 S NERS, (TENGE. Fs 

gins with DLE STX and ends with DLE ETX CRC1 
CRC2. 


Operate the HEX key. Notice that the enhanced 
DLEs are all 10’s in hexadecimal, but the DLEs in nor- 
mal video are 90,¢. The 90,, DLEs have the bit pattern 


Figure 5-3 


Return the data display to clear text using the HEX 
key. Operate CONTROL plus HEX. This will display 


sok PROGRAM MODE -- CRT & TAPE 2x not only the control characters in hexadecimal but also 

_ those text data characters having the same mnemonics. 

CRT CONTROL ers is tk This problem arises frequently because the X.25 control 

a Boece - aes —e bytes frequently fall in the same range of hexadecimal 

ENHANCE : Gee PARITY values as the BISYNC control values. The 90,,¢ DLEs 

: ee are examples. You will find that using CONTROL plus 

REY IMAGE : gee. JN ERP RLS HEX on transparent data displays is a very useful device 

—_ for distinguishing the real control characters. (See Fig- 
c ure 5-4.) 


: RECORD 

INITIAL COND: a = 
START AT 
STOP AT 
INTERFACE 


NOTE: In transparent BISYNC-framed X.25, 
DLEs are frequently inserted near the LCN. The auto- 
matic packet locator activated by the P key is pro- 
SPEAKER : _ grammed to ignore the extra DLE when it counts char-- 
acter locations. When you are observing the display or 


Figure 5-2 


. | *KMON TAPEX BLOCK =494 DIE=HH61H118 
1001 0000 but are displayed as DLEs because the CRT BOTH? ASC Li/$ a E/SYNC/4} 


logic reads only 7 bits when a 7-bit code has been se- 
lected. The Parameters 2 logic, however, sees the mark 

parity bit and enhances only characters with the bit pat- TB ae oe i 
tern 0001 0000. aaa be che oe 


Since DLE (10,¢) is used as an indicator prior to 
STX and ETX, it must be distinguished from 10)¢ in the 
data. The BISYNC rules require another 10,¢ to be in- 
serted before any data 10,¢. The extra DLE is thrown 
away upon receipt, but of course you will see it when 
you are monitoring the line. Octet 1 is usually 10,¢ for 
LCNs below 256; therefore the dual DLE (10 10,¢) oc- 
curs with some frequency in this display. 


a _ NOTE: When you are counting to find a particu- 
4 )cFet, remember to disregard one of every two con- 7 
‘Secutive 10 16 DLEs. _ | Figure 5-4 


manually selecting the bytes to be expanded using CON- 
TROL plus P, be sure to consider the rules for transpar- 
ency. 


5.2.3 Packet Call Sequence. The BISYNC-framed 
X.25 portion of the training tape contains a packet call 
setup, an interrupt, and a call clear. It is instructive to 
observe the call sequence. 


When you are making frequent use of the cursor, 
the large number of enhanced characters on the screen 
may make it difficult to identify the cursor. Select the 
Parameters 2 menu, place the cursor in the ENHANCE 
data entry field, and operate CLEAR FIELD. This can- 
cels ENHANCE. Return to the Monitor Mode and 
freeze the display at Block 95. 


Operate the B key to scroll to the beginning of the 
display buffer. There is a limited amount of BISYNC- 
framed data on the tape, so the first character in the 
buffer will be the first character of the taped data. 


| Press the P key to automatically tab the cursor 
through the sequence of packet-type octets and display 
the mnemonic expansion for each packet. Table 5-1 
summarizes the packet traffic on the tape. The third 
packet (Table 5-1B) is a CALL packet (see also Figure 
5-5). The table clearly shows the sequence of all packets 
in the call through CLEAR. 


In Table 5-1B, notice the packet DCE RR P(R) =3 
following DTE INFO P(S)=3 and preceding DTE 
INFO P(S)=4. You might infer that the RR should 
have been P(R) =4 since the next P(S) is a 4. However, 
timing delay in the Node may permit a ‘‘skew’’ of one 
count. A similar condition may arise when window rota- 
tions are used to control the traffic flow. 
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buffer. Use the F key to obtain the sequence of otra 


control expansions of Table 5-1A. seal 


5.2.4 Packet Highlight. Youcan use triggers to high- 
light only data packet content. The simplest approach is 


to set a trigger to look for a specific LCN and the data 


packet-type octet (Octet 3). 


(1) Check the Trigger Summary to be sure that 
the triggers are at default condition, that is, no entries 
show on the Program or Trigger Summary. 

(2) On the Trigger 1 menu, select 

MON DATA ON: DTE 
LOOK FOR: STRG 


Enter the two LCN bytes using the key sequence HEX, 
1, 0; HEX, 0, 1. Represent the data packet-type octet by 
a Bit Mask, XXXX XXXO0 (see Section 4.1.3 to review 
instructions regarding the Bit Mask). 


(3) Under SET CRT, select REV and enter a one 
(1) to turn REVerse image ON. 

(4) Set Trigger 2 to look for the end-of-text se- 
quence, DLE ETX, and to turn REVerse CRT OFF (0). 
Then set Triggers 3 and 4 in the same way to highlight 
data packets on the DCE. 


The Trigger Summary should appear as in Fis” — 


{ : 
5-6. Me ae 


In Monitor Mode, freeze the display manually at 
Block 095; then operate the B key to obtain. the display 
of Figure 5-7. Obtain the display of Figure 5- 8 using 
CONTROL plus HEX. 


5.2.5 The Q Bit. Notice that in Figure 5-7 the data 
packet containing TWO was not highlighted. Why 
didn’t the trigger catch this packet? 
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’ Table 5-1 
Table 5-1A 
Frame 
Type NR NS P/F 
DTE RR 7 0 
DCE RR 2 0 
DTE RR 7 0 
DCE RR 2 0 Table 5-1B 
DTE RR 7 0 Packet 
DCE RR 2 0 LCN Type P(R) P(S) (Q) Text 
DTE INFO 7 2 0 DTE 0000 Restart 
DCE RR 3 0 : 
DCE INFO 3 7 0 DCE 0000 Restart confirm 
DTE RR 0 0 
DTE INFO 0 3 0 DTE 0001 Call 
DCE RR 4 0 
DCE INFO 4 0 DCE 0001 Call accept 
DTE RR l 0 . 
DTE INFO | 4 0 DTE 1 INFO 0 0 One 
DCE RR 5 0 
DTE INFO l 5 0 DTE 1 INFO | 0 | Q Two 
DCE RR 6 0 
DCE INFO 6 l 0 DCE 1 ~ RR 2 
DTE RR 2 0 
DTE INFO 2 6 0 DTE 1 | INFO 0 2 Three 
DCE RR 7 0 
DTE INFO 2 7 0 DTE 1 INFO 0 3 Four 
DCE RR: 0 0 
/~™. DCE INFO | 0 2 0 DCE l RR 3 
\, :DTE RR 3 0 
“—" DTE INFO 3 0 0 DTE l INFO 0 4 Five 
DCE RR 1 
DCE. INFO 1 3 0 DCE ] INFO 5 0 Six 
DTE RR 4 
DCE INFO | 4 0 DCE | INFO 5 1. ‘Seven 
DTE RR 5 0 
DTE INFO 5 ] 0 DTE | RR | 2 
DCE RR 2 0 
DCE INFO 2 5 0 DCE ] INFO 5 2 | Eight 
DTE RR 6 0 | 
DTE INFO 6 2 0 DTE ] Interrupt 
DCE RR 3 0 | 
DCE INFO 3 6 0 DCE ] Interrupt confirm 
DTE RR 7 0 
DCE INFO 3 7 0 DCE 1 INFO 5 3 
DTE RR 0 0 
DTE INFO 0 3 0 DTE I RR 3 
DCE RR 4 0 0 
DCE INFO 4 0 0 DCE l INFO 5 4 
DTE RR 1 0 
DTE INFO 1 4 0 DTE l Clear 
DCE RR 5 0 0 
DCE INFO 5 ] 0 DCE l Confirm 
DTE RR 2 0 
DTE RR 2 
DCE RR 5 
DTE RR 2 
DCE RR 5 
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Figure 5-7 


Use the P key to tab to the packet-type octet for 
that frame. Notice that the Q bit is set (see Figure 5-9). 
The Q bit is the first bit in Octet 1. Move the cursor to 
the left to Octet 1 (90,,). Notice from the bit expansion 
that Bit 8, which is the Q bit, is 1. But the trigger is pro- 
grammed to look for a byte with Bit 8 = 0 (10j¢). 


Although ASCII defines only seven information 
bits, the status of the eighth bit can always be examined 
by using the cursor to show the bit expansion. 


5.2.6 Enhance Parity. You may find it useful to be 
able to see at a glance what bytes have Bit 8 = 1 (Mark 
parity bit). On the Parameters 2 menu, in the EN- 
HANCE field, select PARITY. Return to Monitor 
Mode. 


Each byte having Mark parity bit is now displayed 
with a horizontal bar through it (Figure 5-10). Control 
characters with mark parity (specifically the frame and 
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packet control and supervisory octets) are legal because 
parity applies only to the data (INFO) fields. 


Display the Program Summary and notice the en- 
tries under Triggers 7 and 8 (Figure 5-11). When you se- 
lect ENHANCE PARITY, these two triggers are auto- 
matically programmed to count parity errors. If you 
need Triggers 7 and 8 (or Counters 3 and 4) for other 
purposes, you can clear each of them with CONTROL. 
plus CLEAR FIELD. This makes the two triggers a 
the two counters available, but it does not clear the--~ 
ENHANCE PARITY selection on the CRT display. 


5.3 OTHER BISYNC-FRAMED DATA. 


5.3.1 Same Code for Framing and Data. When both 
framing and data are EBCDIC or ASCII, select EBC- 
DIC or ASCII for the CODE on the Parameters | (Basic 
Monitor) menu. The synchronization characters will be 


DTE=HEBLHLLS 


TAT sei iiiiana ia 

Abe - bho bog stg seGey 
ci “GO 10 1 pi itiiae st 
Vom noo 2 Due b&b ot 


eo) mi ee wi 
2 seo soli 


=— $3 H i 
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acd rr 
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ari 3 
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automatically determined: the system will look up the 


/ “*Y character in the selected code chart and enter it—in- 
-_— uuding appropriate adjustments for parity. 


5.3.2 Different Code for Framing and Data. In this 
case, the synchronization characters must be entered in 
hexadecimal to override the default selection for the 
selected code. Select the data CODE (usually EBCDIC 
or ASCII), then the correct number of bits and parity as 
applicable. 


*MON TAPEx 
BOTH/ASCII“SPACE/S 
DTE STRG: Be 
CRT: 

fe DIE STRG: Ee 
CRT ; Aas 


a : 


#7 DTE PARITY 


#30 DCE PARITY 


oN. Figure 5-11 


Enter each synchronization character using the 
HEX key followed by two digits. The usual selections 
are as follows: 


EBCDIC = 32 32;¢ 
ASCII odd, space, or no parity = 16 16)¢ 
ASCII even parity (rarely used) = 96 96, ¢ 


An example of the set up for EBCDIC-framed ASCII is 
shown in Figure 5-12. 


FORMAT 


Figure 5-12 


6 SDLC Data 


6.1 GENERAL 


SDLC may be implemented in several ways depend- 
ing on the application. The data on Blocks 150 to 250 of 
the training tape represents traffic with a 3276 terminal 
on a multi-drop circuit. 


6.2 PARAMETERS SETUP 


The SDLC data on the training tape runs from 
Block 150 to 250. _ 


On the Parameters 1 menu, program the 3500 to 
START at BLOCK 150. The data CODE is EBCDIC, 
and the FORMAT is BOP, since SDLC uses HDLC (bit 
stuffing) framing. Figure 6-1 shows the Parameters | 
setup. 


#* PROGRAM MODE -—- BASIC MONITOR *x 


TEST ID: Se 
SOURCE : | 


MONITOR: EEE I 
Cape 
FORMAT : = 


SPEED: SEE 


Figure 6-1 
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On the Parameters 2 menu, select DUAL LINE 
since we may anticipate simultaneous transmission by 
the DCE and DTE (Figure 6-2). 


6.3 DISPLAY 


Operate MONITOR. Playback will begin’ ~ 
BLOCK 150. When the display looks similar to Figu....” 
6-3 (Block 151 of the tape), FREEZE the CRT and oper- 
ate the B key. : : 


6.3.1 Idle Line. Use the F key to tab to the UA/NSA 
frame (Figure 6-4). Figure 6-4 shows that on the DTE 
line idle mark is represented by the L-shaped fill sym- 
bol. Each DTE frame begins and ends with at least one 
Flag (7E). 


The DCE line (underlined) idles with Flags. 


ak PROGRAM MODE -- CRT & TAPE x 


CRT_CONTROL 
DISPLAY MODE: SiG! 
SUPPRESS ~ 

ENHANCE 


REY IMAGE 


SPEAKER 


LONTROL 


i’ 
hi 
ht 


_ SPERKER 


Figure 6-2 


34 X.25-SDLC TRAINING MANUAL: ATLC-107-895-104 


PION 


Figure 6-3 


6.3.2 Hexadecimal Display. Figure 6-4 shows that 
the 3500 displays-many bytes as mnemonics. Operate 
CONTROL plus HEX to display these characters 1 
hexadecimal as shown in Figure 6-5. : 


6.4 ZERO INSERTION 


vo», With the F key, tab to the next XID frame (Figure 
___). The training tape contains sequences in which the 
“tdle 7E Flags have been accidentally stuffed with zeros. 
Figure 6-6 shows two blocks containing = = = = = and 
ending in B for Bad block. The bit expansion for the 


DCE cursor character is 0111 1110, indicating that the. 


= symbol represents the 7E¢ Flag. 


Operate MANUAL UNFREEZE and let the tape 
run until about Block 190, where messages containing 
many of the numeral 7 will appear (see Figure 6-7). 
FREEZE the CRT. 


«MON xk BLOCK=151  DTE=1110011 


UANSA BYP =] 


ry 
Ahir 


lt 
ein 


it 


Figure 6-4 
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6.4.1 Fill Characters: Display of (De)stuffed Zeros. 
An EBCDIC 7 is F7,¢, bit pattern 1111 0111 (notice the 
breakdown in Figure 6-7). Two consecutive 7’s contain 
seven consecutive 1’s. Therefore, one zero is inserted for 
every 7, and a sequence of eight 7’s on the DTE gains 
eight bits or one byte over the DCE. This gain is repre- 
sented by an L-shaped fill symbol following every eighth 
7 on the DTE in order to maintain time correlation with 
the DCE. 


No fill characters have been inserted in the DCE 
string of 7’s near the bottom of Figure 6-7 because the 
DTE side idles with mark and time correlation is not rel- 
evant. 


In dual-line BOP display on the 3500, you will see 


_the L-shaped fill symbol inserted in the data whenever 


eight bits have been inserted and time correlation must 
be maintained. , 


Hk ai fi MH T co =: S 3K 


nn 
A 


He 


" 
Hit 
itl 


SPtaeaeueoceseis 
LOGO LTEDS 


Figure 6-6 


*KMON TAPE 


BOTH/“EBCDIC “BOP 


BLOCK = 194 


DTE=L1i118111 


DCE=H11L1111b 


20 INSURT OF 7S 


Figure 6-7 


NOTE: The fill symbols will not necessarily ap- 
pear in the same place each time data is replayed be- 
cause the accumulation up to eight is a continuous proc- 
ess. 


6.4.2 SuppressIdle. So far, the SDLC data has been 
displayed with a large number of idle Flags. It has been 
instructive to see them, but it will be more efficient to 
suppress them. On the Parameters 2 menu, enter a Flag 
(CONTROL plus FLAG) on the SUPPRESS data entry 
line and again MONITOR the data. Figure 6-8 shows 
the compact data display around Block 153 with the 
EBCDIC control character mnemonics converted to 
hexadecimal (using CONTROL plus HEX). 


6.5 NETWORK MEASUREMENTS 


We shall program triggers to make the measure- 
ments listed in Figure 6-9. First, select the Statistics 


MON TAPEX BLOCK=153 DTE=8H1BHbEE 


a 
LF 
aE T=. O08 
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Sire 
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20 Of j) = ..52 a 
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4k PROGRAM MODE -- STATISTICS :&& 


COUNTERS: 


Figure 6-9 


menu and name the counters and timers as shown on the 
figure. Frame efficiency can be measured by counting 
information and noninformation frames. Press TRIG- 
GER to view the Trigger Summary and be sure the trig- 
gers are in default condition; i.e., the summary is clear. 


Display the Trigger 1 menu. Select DTE and enter a 
string to define information frames; namely, Flag, Not 
Equal Flag, Bit Mask with Bit 1 = 0. Set Counter 1 to... 
increment and thus count information frames (see Fi, 
ure 6-10). : oad 


Set up Trigger 2 to count noninformation frames 
on Counter 2 (as in Figure 6-11). 


To use Trigger 3 to count Command Reject 
(CMDR) frames on Counter 3, enter a DTE string to 
identify the CMDR frame: Flag; Not Equal Flag; HEX, 
9, 7. (See Appendix C.1 for the bit patterns of SDLC 
commands.) 


«kk PROGRAM MODE -- TRIGGER 


DATA ON 
Look FO 


FLAG 
SET CRT 


FLAG 

TIMER: 
CNTR : 
ALARM: 


Figure 6-10 
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vo, dex PROGRAM MODE -- TRIGGER #8] ** 


-ET CRT 


FLAG : Mi YES 

TIMER: Bg YES — 

CNTR : NO HSS #1 2 2 4 BRB DEC FES 
ALARM: Ef YES T OUTSYNC: [@ YES 


Figure 6-11 


Set Normal Response Mode (SNRM) frames ap- 
pear on the DCE line. To count them on Trigger 4, set 
Counter 4 to increment when the DCE string Flag, Not 
Equal Flag, 93,¢ is received. 


The Program Summary should now look like Fig- 
ure 6-12. 


To measure the total line time actually used for 
““‘ransmitting information you can set a timer to run 


« 
Sweet 


Trigger 1 can be used to start Timer 1. Select CONT to 
permit the timer to accumulate the total information 
frame time. 


None of the triggers includes a string to define the 
end of a frame, so select the Trigger 5 menu. Enter a 
DTE string of Not Equal Flag, Flag and set Timer 1 to 
STOP. 


ODE -—- TRIGGER #ih tk 


Figure 6-12 


kk PROGRAM MODE -- TRIGGER Hi sx 
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ti 


THRI=S 


Figure 6-13 


The strings needed to measure the total time be- 
tween Command Reject and Set Normal Response 
Mode have already been entered on Triggers 3 and 4, so 
you can use these triggers to set a timer. On Trigger 3, 
set Timer 2 to CONTinue, and on Trigger 4, set Timer 2 
to STOP. 


The Trigger Summary should now appear as in Fig- 
ure 6-13. 


From Figure 6-14, we can compute the frame effi- 
ciency on the test circuit as 249/(3321 + 249) = 7%. 


SNA uses headers on information frames for 
equipment control, configuration, initialization, and 
other purposes. Triggers can be used to look for specific 
headers, to locate the user data, and to measure it. 
These details are application dependent and the opera- 
tor must be quite familiar with the system under test. 


RMON TAPEX BLOCK =236 
BOTH/ERCDIC“BOP 


COUNTERS: 


Figure 6-14 


en id 


[ Recording 


CAUTION: Do not use the training tape to save a: 
program or record data. (On some of the training tapes, 
the record tab has been removed to help avoid this er- 
ror.) 


7.1 PREFORMATTING TAPES 


New tapes should be preformatted before use to re- 
tension them and provide block numbers. (See the Tech- 
nical Manual for detailed instructions.) 


7.2 SAVING A PROGRAM 


CAUTION: Always verify a tape as blank (or as 
having a program that is no longer of interest) before 
you SAVE a program on it. You should do this before 
the new program has been developed to avoid the possi- 
bility of writing over it with whatever may be on the 
tape. 


(1) Insert the tape and press LOAD PROGram: 
the name of any resident program or ‘‘NO PROGRAM 
FOUND”? will be displayed. 

(2) Remove the cartridge and position the REC- 
ORD tab toward the outside of the case (this is the rec- 
ord position). 

(3) Develop the desired program in the 3500. 

(4) Insert the new tape (with the record tab ON). 
Press the SAVE PROGram key and the Program CRT 
menu will appear. 

(5) Always operate the LOAD PROG key to ver- 
ify that the program has transferred to the tape. You 
should review each of the four menus— 


oy 


Parameters 1, Basic Monitor; 
Parameters 2, CRT and Tape; 
Trigger Summary; | 
Statistics, Counters and Timers. 


(6) Remove the tape and move the RECORD a 


to the center of the case to protect the tape. 


(7) Fill out a label with the program menu and at- 


tach it to the case. 


7.3 RECORDING DATA 


7.3.1 Manual Recording. Only one operation is re- 
quired for manual recording: 

(1) Position the RECORD tab of the tape toward 
the outside edge of the case. 

(2) Inthe MONITOR mode, press the MANUAL 
START key in the CAPTURE MEMORY zone of the 
keyboard. The RECORD LED on the panel will go ON 
and the BLOCK number will increment for each 2400 
characters received. 

(3) Tostop recording, press MANUAL STOP. 


7.3.2 Program Control. When LINE has_ been 
selected as data source, triggers can be used to start and 
(or) stop data recording. The RECORD and TRIGGER 
LEDs on the panel will indicate whether the tape is re- 
cording. 


7.3.3 Override. When the tape is under program 


trigger control, you may use the MANUAL START an¢-—. 


MANUAL STOP keys to override the triggers in tl 
same way that you can override the CRT display freeze? 
Use RESUME TRIGGER to restore program control. 


i 


j 


Meese? 


APPENDIX A 


Using This Manual with the INTERVIEW 3000 


This training manual can be used with the INTER- 
VIEW 3000 (which does not have a tape). The following 
considerations are important. 

(1) Obtain a source of HDLC-framed signals, 
preferably X.25 as that is what has been used for the 
basic part of the manual. Connect the signals to be mon- 
itored to the RS-232/V.24 connector on the rear of the 
instrument. 

(2) Since you have no taped program, you will 
need to program the Parameters 1 menu before you can 
monitor data. You should, therefore, read Section 4, 
through Section 4.1.1, Basic Monitor Menu, before you 
read Section 3 in detail. 
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(3) The Parameters 1 menu _ should show 
SOURCE: LINE for all tests. Select BOP for FORMAT 
and enter synchronization characters to match the fram- 
ing of the data to be monitored. wr 

(4) Throughout, study the figures in the man 
before you apply the text to your own data. 

(5) You can skip Sections 2.2, 2.3, 2.4, and 7, 
which pertain only to the INTERVIEW 3500. 


An INTERVIEW 3000 may be field-upgraded to a 
3500 by adding a Tape Upgrade Kit, OPT-895-01-2. 
Please specify serial number and software version (see 
power-up display of your unit) when you order. 


APPENDIX B 
Introduction to Bit-Oriented Protocols 


ADCCP (Advanced Data Communication Control 
Procedures) is the most general of the bit-oriented pro- 
-tocols. Most of those in use are subsets of ADCCP. 
Because its provisions for extended addressing and ex- 
tended control fields have not been generally imple- 
mented, they will not be discussed here. 


B.1 OVERVIEW 


A bit-oriented protocol can be viewed as three es- 
sentially separate parts: 

1. The BASIC FRAME, needed to coordinate 
transmissions. 

2. PACKETS, the content or information to be 
sent, for example. 

3. The FRAMING around each transmission, es- 
sential for synchronization. 


Most Bit-Oriented Protocols (BOP) have the fol- 
lowing general characteristics: 

e Because specific bits within a control byte have 
individual significance, each bit is accessible for analy- 
sis. | | 

e Messages need not be individually acknowl- 
edged: a specific number of messages may be outstand- 
ing without acknowledgment. 

e ach transmission consists of a frame with a 
minimum of four 8-bit bytes: one address, one control, 
and two frame check (FCS) bytes. 

¢ Transmission by the DTE and the DCE is mer 
taneous, which increases throughput. 

e Data messages can be sent in any binary format 
(memory dumps, for example), because the information 
content is ‘‘transparent’’ to the framing. 

e All bytes used for control purposes are eight in- 
formation bits. Information characters may be 8 bits or 
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less, depending on what protocol is used for the infor- 
mation field. 


Particular BOP implementations may exclude some 
of these or include other characteristics. 


B.2 BASIC FRAME 


The basic (that is, minimum) frame structure} 
four 8-bit bytes. 


Byte | Byte 2 Byte 3 Byte 4_ 


ADDRESS | CONTROL 


The address and control bytes are defined by their 
positions. 


If a frame contains a message or data (information 
frame), additional bytes are inserted. Certain control 
frames also require more bytes. Additional bytes of ei- 
ther type always follow the control byte and their pres- 


ence is signaled in the control byte. 
ADDRESS | CONTROL | 


INFORMATION 


Bit patterns and command acronyms used in X.25 
and SDLC frame-control bytes are listed in Appendix 
C, 


ecoeeeeereeveses 


B.3 PACKET 


In x. 25 and X.75 protocols, an information oo. | 


See 


least three octets (octet is ihe CCITT term for byte): 


FRAME [ADDRESS | CONTROL 


~ PACKET 
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OCTET 1} OCTET 2; OCTET 3 


The INTERVIEW 3500 analyzes the first three 
octets of the packet. 


Octet 1 Octet 2 Octet 3 


110 1 XXXX|xX XX XX XX X|X X X|X[x X X/0| 
QD] Moa8] 12-Bit Logical Channel (LCN) [ PIR) IM PS) | 

Packets usually contain up to 128 bytes of informa- 
tion. If the block to be sent is larger and requires several 
packets, the M bit (More data bit) within the packet- 
type octet (Octet 3) is set to 1. This serves the same func- 
tion as an ITB in BISYNC. The last packet of a cone 
ous block has the M bit set to 0. 


The 3500 displays the LCN, P(R), and P(S), as well 
as Q, D, or M if any of these three bits is set to 1. 


If the modulus is 128 (bits 6 and 5 of Octet | set to 
10), the 3500 displays only the LCN and MOD 128. 


B.4 SDLC-SNA 


SDLC-SNA Is a protocol that includes numerous 


“~~ “qpplication-dependent variables. It accommodates con- 
‘rol of terminals and other hardware-software devices as 


~ well as various host application programs. It is not a 


general-purpose network protocol such as X.25, al- 
though the basic principles are the same. 


SDLC can be considered equivalent to frame level 
and SNA roughly equivalent to packet level: 


SDLC ADDRESS | CONTROL 
NO. OF BYTES 
3. et +n nominal \ 
SNA TH(FID) INFO 


Since SDLC may address multiple stations (con- 
trollers), the address byte can have many values. The ul- 
timate destination or origin (device) address is contained 
within the FID field. 


The 3500 displays all control command acronyms 
for the SDLC control byte. 


a 
/ 


For in-depth treatment of SDLC-SNA, see IBM 
Technical Bulletin G 320-6024, ‘‘SNA Architecture Ref- 


erence Summary.”’ 


B.5 FRAMING 


Framing characters (or signals) precede and follow 
each frame (four or more 8-bit bytes) to synchronize the 
characters of the frame. 


B.5.1 HDLC Framing. At least one Flag (0111 1110, 
7E,¢) must precede and end each frame. 


HDLC FRAMING (BIT STUFFING) 


FLAG | ADDRESS | CONTROL FLAG 


A technique called ‘‘zero bit stuffing’’ is used to 
prevent having more than five consecutive | bits on the © 
line except when the Flag is sent. 


A special detector monitors the line for the Flag sig- 
nal. The first non-Flag byte is the address byte and the 
next Flag signals that the frame has terminated. 


In the INTERVIEW 3500, the term BOP is re- 
served for HDLC framing. 


B.5.2 . Transparent BISYNC Framing. The BISYNC 
protocol includes provisions for sending transparent bi- 
nary data. Many networks have implemented bit- 
oriented protocols using transparent BISYNC framing 
because the communication hardware for HDLC was 
not available. 


BISYNC FRAMING 


Either EBCDIC (SYN = 32) or ASCII (SYN = 16) 
framing may be used. Whichever framing is used, syn- 
chronization is absolutely independent of the informa- 
tion code. EBCDIC, ASCII, or any other code may be 
used for the information code. 


The rules for sending transparent data in any BI- 
SYNC protocol are followed. If DLE occurs in the data 
stream a second DLE is inserted to qualify it as a valid 
10,6. Buried synchronization characters may also be 
present (e.g. DLE, SYN) and must be ignored when 
message content is reviewed. 


Frame check bytes (FCS) are replaced by the CRC 
characters used with BISYNC. 


In the INTERVIEW 3500, SYNChronous FOR- 
MAT must be selected to monitor transparent BISYNC- 
framed data. 


B.6 NOTES 


B.6.1 Bit Order and Numbering. Lack of consist- 
ency between and even within documents has made mis- 
understandings about bit order and numbering a com- 
mon problem. 

e In INTERVIEW 3500 literature and display, 
the first serial bit is consistently the rightmost bit and is 
designated as Bit 1. 

e Most documents specify Bit 1 as the first serial 
bit in a byte and Bit 8 as the last serial bit. 

e In IBM literature, Bit 7 is usually the first serial 
bit and Bit O is the last bit. . 

e In some documents the first serial bit is the left- 
most bit and in some cases the first serial bit is the right- 
most bit. 

e Bytes are often represented hexadecimally. In 
this case, the rightmost bit is the lowest-order bit and 
also usually the first serial bit. 

¢ CCITT X.25 transposes the order of the bits on 
the printed tables for frame and packet. Bit 1 is on the 
right for all packet tables and is always the first serial 
bit. Conversion to hexadecimal from these tables is ob- 
viously an opportunity for confusion. 

e The best guide to bit order in any table is to 
identify an INFO command or INFO Packet; then es- 
tablish the bit having a defined value of 0 as the first se- 
rial bit. 

e A series of bytes (or fields or characters) is usu- 
ally presented with the first sequential byte in the left- 
most position. 
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Bit Designation 


Last bit First \ 


Documentation sent sent 
CCITT © 8 7 6 5 4 3 2 l 
Most IBM 
documentation 0 l 2 3 5 .6 y 
INTERVIEW 3500 8 7 6 5 4 3 2 l 


The following control frame is an example of the 
convention used in 3500 documentation: 


Bit pattern 
Acronyms 


Hexadecimal 


1 o 1 0 0 1 10. 
N(R) N (S) INFO 
FAT 


The hexadecimal representation of this byte on the 3500 
screen would be A6. The first bit transmitted is a zero, 
indicating that this is an information frame and an in- 
formation field will follow this byte. 


B.6.2 Protocol Characteristics. 


(1) X.25 and X.75 specify basically a point-to- 
point, DTE-to-NODE(DCE) connection. Supervision, 
acknowledgment, and so on are generally best unde” ~ 
stood in these terms rather than with regard to end-tv 
end use. At packet level, the recently introduced D bit 
can indicate end-to-end delivery significance. (D = 0 
for local significance. ) 

(2) X.25 idles with Flags (7E,,¢) on both paths. 

(3) SDLC permits multiple stations on a network. 
The return path idles with mark between frames from 
different stations. Each frame is preceded and followed 
by one Flag. The outbound path idles with Flags. 

(4) SDLC NRZI is used with or without modem 
clock. The circuit should be tested in whichever manner 
it is actually used. 


Yeeret 


Sree! 


APPENDIX C 


Frame and Packet Expansions 


C.1 FRAME 


The 3500 will display acronyms for X.25 (including 
LAP B), X.75, and SDLC. Therefore up to three differ- 
ent acronyms may appear for one control byte when the 
P key is used. 


C.2 PACKET 


Table C-1 
X.25/X.75/SDLC Frame Control Byte Expansion 


Yuvan 


The 3500 displays acronym expansions for X.25 
. and X.75 for modulo 8. Modulo 128 is so indicated 
without further explanation. 


Table C-2 


X.25/X.75 Packet-Type Expansion 


Bit Pattern 
Display* 
876 5 4321 
INFO. NR=X NS=X P/F=X Octet 3 
RR NR = X P/F = X 87654321 
N(R) |P/F[0 101] RNR NR = X P/F = X ; 
IN(R) | P/F/1 001] REJ NR = X P/F = X 5 
[N@) TPT 101) sre Sais 3fo0010011 
00 O[P/FI0 011] NsiI! P/F =X ‘ 
i eet ws 
P/F[0 011] NSPT P/F = X : 
7foo100111 
sab PFaX 
ee eeax —  EGOOSTET 
O11 F 0011 eae laa OO Lee 
11fO00011011 

FRMR/CMDR? P/F =X 3 
SNRM/ P/F = X 4 
xIDT P/F = X 14 
CFR! ee 15 Allother 

71 1 1[/P/F]0 011] LINKTEST! P/F = X 

111i F 1iiij} BcNt P/F = X 
All other patterns UNKNOWN 


*All acronyms for X.25 and X.75 frame and packet level as well 
as all SDLC frame-control byte commands are included. Where one 
bit pattern is used several ways all acronyms are displayed by the IN- 
TERVIEW. 


TFrames used only by IBM. 
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Display : { 


. 
+, : 
weet 


(XXX X = Decimal 0000-4096) 


LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 
LCN = XXXX 


CALL 

CALL ACCEPT 
CLEAR 

CONFIRM 

INFO PR = X PS = X QDM 
INTERRUPT 
INTERRUPT CONFIRM 
RR PR=X 

RNR PR = X 

REJ PR =X 

RESET 

RESET CONFIRM 
RESTART 

RESTART CONFIRM 
UNKNOWN 


